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M-Line Collection

0101 BS Front White 0106 BS Porcelain White 8681 BS Brilliant White

8830 BS Light Grey 0191 BS Cool Grey 0112 BS Stone Grey

8831 BS Grey 8820 BS Magnolia 0515 BS Sand




M-Line

M-Line is a high quality product designed for durable applications in facade cladding. They are
suitable for special use in horizontal and vertical applications that require particularly high
water resistance. The very high pressure and high temperature paper lamination process of M-Line
produces an exceptional weather resistant HPL panel for exterior applications to EN 4386 type

EDS / EDF. M-Line offers remarkable structural stability. Common applications include doors, partitions,
walls and self-supporting building components.

Dimensions
Decor layer

Thickness (mm):
6,8, 10

Format (mm): Core paper

2800/5600 x 2040
3050/4200 x 1300

Decor layer

Application
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FOLLOW US
facebook.com/Kronospan
twitter.com/Kronospan
instagram.com/Kronospan

pinterest.com/Kronospan
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Tero Valiaho
Raakel Kuismin

kronospan-express.com

youtube.com/KronospanWorldwide

Kronodesign® App NEW FEATURES

& AppStore [l P> Google play

Create stunning layouts with the newest feature
of our mobile app. Use your own images and
mix and match them with our new decors.
Your design, your way.
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